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CONTRACT NO. 62417 |=

o ToTAL SHEET
SECTION COUNTY SHEETS No

338 (113 & 114) R-5 wiL 525 (178

STA. 3238+00 T0 STA. 3250+00

fLLINGIS

FED. ROAD DIST. NG, FAP 338 (IL RTE. 59

) NS g

CURB REMOVAL 139 FT.

{AROUND MEDIAN)
FENCE TO BE REMOVED

BY OTHERS

STORM SEWER REMOVAL

END PAVEMENT REMOVAL, 10" - 30’

STA. 398+59

00+862¢ VLS ANIT HOLVA

PLUG EXISTING STORM SEWER AT ROW
TEMPORARY CONSTRUCTION EXISTING UTILITY MANHOLE TO BE STORM SEWER REMOVAL (SEE NOTE 4
EASEMENT P
RELOCATED BY OTHERS 10 35 SIGN TO BE REMOVED
SIDEWALK REMOVAL, CURB REMOVAL, 113 FT. BY OTHERS
138 SQ. FT. EXISTING UTILITY TO BE
FENCE 70 BE REMOVED RELOCATED BY OTHERS PIPE CULVERT REMOVAL,
BY OTHERS EXISTING AGRICULTURAL 18", 185" FT.
CROP LINE CURB REMOVAL, 111 FT.
<
SEE NOTE 3 >
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- _@: PROPOSED R.0.W.
PAVEMENT REMOVAL, 6342 SQ. YD.
STA. 3238+00 TO STA. 3250+00
BY OTHERS
EXISTING AGRICULTURAL CROP LINE \
LLEGEND \
SEE GENERAL NOTES REGARDING
TREE REMOVAL (DIA.) TRAFFIC SIGNING REMOVAL (TYP.)
PAVEMENT REMOVAL SEE NOTE 3 NOTES
1. ANY TREES WITHIN THE ROW NOT BEING REMOVED
HOT-MIX ASPHALT SURFACE REMOVAL, 2 SHALL BE PROTECTED AND PRUNED AS DIRECTED BY THE
ENGINEER. SEE SCHEDULE FOR LOCATIONS.
DRIVEWAY PAVEMENT REMOVAL
(EXISTING CONCRETE SURFACE) 2. THIS STRUCTURE MAY REQUIRE AN ADDITIONAL
ADJUSTMENT FOR TEMPORARY PAVEMENT CONDITIONS.
DRIVEWAY PAVEMENT REMOVAL ADDITIONAL QUANTITY HAS BEEN INCLUDED IN THE
(EXISTING HOT-MIX ASPHALT SURFACE) (1) T To BE RemoveD (7) UTILITY RISER TO BE RELOCATED BY OTHERS CONTRACT FOR PAYMENT. o o o 50
@ MANHOLE TO BE REMOVED LIGHT POLE AND FOUNDATION TO BE REMOVED BY OTHERS
EXISTING AGGREGATE DRIVEWAY 3. EXISTING ROW MARKERS SHALL BE REMOVED.  THE SCALE IN FEET
AGG TO BE REMOVED (PAID FOR AS (3) catcH BasIN To BE REMOVED (3) FIRE HYDRANT TO BE MOVED COST OF REMOVING EXISTING ROW MARKERS SHALL
EARTH EXCAVATION] BE INCLUDED IN THE CONTRACT UNIT PRICE FOR
@ VALVE VAULTS TO BE ADJUSTED SANITARY MANHOLE TO BE ADJUSTED EARTH EXCAVATION. ILLINOISI;)'E:?CRTH:I%NH OSI-'CI:{TJ\'\;\IBSE’;)GRTATION
(ZZ Z Z 2 SIDEWALK REMOVAL (5) LIGHT POLE TO BE RELOCATED BY OTHERS (1) SANITARY MANHOLE TO BE RECONSTRUCTED :
4. THIS WORK SHALL BE INCLUDED IN THE CONTRACT
o e e CURB AND GUTTER REMOVAL @ UTILITY POLE TO BE RELOCATED BY OTHERS @ REMOVE EXISTING HANDHOLE UNIT PRICE FOR STORM SEWER REMOVAL. NO ADDITIONAL REMOVAL PLANS
COMPENSATION WILL BE ALLOWED FOR PLUGGING EXISTING
FA STORM SEWER REMOVAL STORM SEWERS, CATCHBASINS OR MANHOLES.
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